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1. Make certain the power is OFF before starting installation. Remove bulb and exisiting ballast or cut the wires 
to the ballast and bypass it.

2.  To ensure a long lifespan by keeping the LED head and driver cool - PERMANENTLY REMOVE THE FIXTURE’S 
REFLECTOR. RETROFIT WARRANTY IS VOID IF THE FIXTURE’S REFLECTOR IS NOT REMOVED.

3.  Wipe any excess dust from inside the fixture.  Clean the fixture’s glass if dirty.

WARNING - Verify that supply voltage is correct by comparing it with the luminaire label information.

WARNING - To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp 
objects.  All wiring connections should be capped with UL approved wire connectors.

WARNING - Wear gloves and safety glasses at all times when removing luminaire from carton, installing, 
servicing or performing maintenance.

SAFETY WARNING - PLEASE READ CAREFULLY 

LED Retrofit Kits can be mounted via “L-Bracket” or “Flat plate” method.  Both are included.

L-Bracket Installation:
1.  Mount the pre-assembled bracket (see FIG.1) to fixture (see FIG.2 for an example.

2. There is a mounting port on top 
of the LED head. Insert the port to 
the bracket, and then attach the 
metal cord (already with one end 
attached to the bracket) to the LED 
head, by fixing it to a screw hole on 
the side of the LED head, using a 
butterfly screw (provided). Adjust 
the length of the metal cord and 
make sure it’s tight, such that the 
LED head is firmly locked with 
the bracket.  The butterfly screw 
can be used without tool (see FIG.3)
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3.  Secure the metal cord(s) (already with one end attached to the LED head, see FIG.4) to the fixture, such that the head will not get 
inclined.

4.  Remove the PC protective cover on the LED head (see FIG.5).  The PC cover is only meant to protect the LEDs during shipment and 
installation.  It has to be removed after installation.
5.  ENSURE THAT NOTHING WILL TOUCH OR FALL INTO THE FAN BLADES AFTER THE FIXTURE IS MOUNTED.

(This option is often used for mounting vertically)
1.  To use this option, replace the pre-assembled L-Bracket with the Flat plate. (See FIG.6, FIG.7, FIG.8)

2.  Mount the bracket with Flat plate to fixture (See FIG.9 for an example).

3.  There is a mounting port on the top of the LED head.  Insert the port to the bracket, and then attach the metal cord (already with one 
end attached to the bracket) to the LED head, by fixing it to a screw hole on the side of the LED head, using a butterfly screw (provided).

Flat plate Installation:
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Adjust the length of the metal cord and make sure it’s tight, such that the LED head is firmly locked with the bracket.  The         
butterfly screw can be used without tool (see FIG.10).

4. Secure the metal cord(s)(already with one end attached to the LED head, see FIG.4) to the fixture, such that the head will not get 
inclined (see FIG.4).
5.  Remove the PC protective cover on the LED head (see FIG.5). The PC cover is only meant to protect the LEDs during shipment and 
installation.  It has to be removed after installation.
6. ENSURE THAT NOTHING WILL TOUCH OR FALL INTO THE FAN BLADES AFTER THE FIXTURE IS MOUNTED.

Wiring Instructions:
1. Disconnect existing ballast if not already done so.   Install the LED drivers in place of the ballast.
2. Wire the input source to the LED driver.  The proper AC input connections to the driver are marked on the driver.  There is a ground, 
ACN (neutral) and ACL (line).  VERY IMPORTANT: ENSURE THE WIRING IS PROPERLY GROUNDED.
3. Connect the output wires of the driver to the input wires of the LED Head: Make certain to connect the Red Wire of the driver out-
put to the Red Wire of the LED head, and connect the Black Wire of the driver output to the Black Wire of the LED head.
4.  Re-assemble reamaining parts of the fixture and restore power.
5.  Never dim and non-dimmable LED driver. Not intended for use with emergency exists.

30W-320W models:

350W models:


